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AdVan in storage

Metal Shelving Type RX 25 @™



Characteristics of the System Tpye RX 25

The RX 25 metal shelving consists of 3 basic elements: The capacity of the upright frame depends on the vertical
— sturdy upright 35 mm wide, 8 bends roliformed T-section height between the shelves. Stability is increased by more
— two hooks crossbar to support shelves and for varlous shelves, uniformly distributed. The uprights are perforated all

upright frame depths 25 mm allowing a comfortable shelf partiticon. By changing
— metal shelf in 100 and 200 mm sections, three bends at needs, can the system also be adjusted in depth, height and

load.
A modular design, very easy to erect.

A wide range of accessories is available different shelf con-
figuration. RX 25 is the economical response to most light
storage requirements, from the simpliest to the most complex
installation.

the front and at the rear.

@ UPRIGHT
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® PANEL TO SHELF

Shelf loadings

Shel Umber _Of panels Allowable carrying load, uniformly distributed
Width Lenght of the shelf (c/c)

Depth 100 200 300 400 558 708 858 1008 1158 1308
300 mm 1 130 110 90 80 70 50
300 mm 1 1 230 210 170 150 120 90
400 mm 1 130 110 90 80 70 50
400 mm 1 1 180 150 120 110
400 mm 2 300 280 220 200 150 110
500 mm 1 1 170 140 120 100 90 70
500 mm 1 1 220 190 150 140 110 90
500 mm 1 2 300 300 280 250 190 140
600 mm 2 250 220 180 160 130 100
600 mm 3 250 250 230 170
700 mm 1 1 150 150 150 140 120 90
800 mm 2 120 120 120 120 120 100
By different configuration of shelf sections are other capacites possible.

Carrying capacity of the upright frame 3000 kg by uniformly vertical shelf
spacing of 500 mm.




Accessories

DRAWER UNIT
LOCKABLE DOOR
SIDE WALL \ BACK CLADDING
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1 BIN DIVIDER
BASE BIN FRONT VERTICAL DIVIDER FRONT PILNTH

SIMPLE/DOUBLE BIN BACK

Specifications

Upright frame: two uprights fitted with at least Height:  2000-2500-3000-3500-4000 mm
two horizontal crossbars. Depth:  320-420-520-620-720-820 mm
Perforations every 25 mm

Shelf composed of 100 and 200 mm panels, Length: 533-683-833-983-1133-1283 mm
bent all side,

30 mm hight, front and rear with three bends.

Back cladding, multiple bent steel panels. Height: 400 and 500 mm
Length:  558-708-858-1008-1158-1308 mm (c/c)

Side wall: upright fitted with steel sheet. Height: 1000 and 1500 mm
Weidth:  300-400-500-600-700-800 mm

Diagonal bracing for extra rigidity. Length: 1790 mm
Other dimensions on request.

Finish galvanized (sendzimir) or powdercoated in attractive RAL-colours.







